

















KEL- TEC SUB RIFLE 


SAFETY, INSTRUCTION & PARTS MANUAL 
STATEMENT OF LIABILITY 

surrendered by KEL- TEC CNC INDUSTRIES INC. with the 
understanding that the purchaser assumes all liability 
resulting from unsafe handling or any action that constitutes 



READ THESE INSTRUCTIONS AND WARNINGS 
CAREFULLY, BE SURE YOU UNDERSTAND THESE 
INSTRUCTIONS AND WARNINGS BEFORE USING THIS 
FIREARM. 

This SAFETY, INSTRUCTION & PARTS MANUAL should 
upon change of ownership or when the firearm is loaned or 
INSTRUCTION & PARTS MANUAL is available FREE upon 


sible for the 


READ AND CAREFULLY FOLLOW THESE WARNINGS 
AND INSTRUCTIONS 

These warnings and instructions are provided to assure the 
safe functioning of the rifle. Failure to heed them may result 
in improper functioning and serious injury. 

Kel-Tec firearms are designed to function reliably with proper 

you fully understand these instructions, and the safe 
operation of your firearm. 

Only safe gun-handling habits will ensure the safe use of 
your firearm. This is your responsibility. Accidents are the 
result of violating the rules of safe gun handling and common 


without checking the 
sure the weapon is empty, 
the chamber, look and feel. 



components of your fires 


Never load or unload a firearm without £ 
is pointed in a safe direction. 


uring the muzzle 


SAFE GUN HANDLING IS YOUR RESPONSIBILITY 









Functioning 

At the start of this cycle the weapon is assumed 
already loaded, full magazine inserted, the safety off 
and ready to fire. 


The hot expanding powder gas drives the bullet 
forward through the barrel and simultaneously drives 
the relatively heavy bolt backwards. This is called 
blowback operation. 


When the SUB rifle's trigger is pulled, the trigger axis 
is rotated forward together with the trigger bar which 
engages the sear. The sear disengages the cocked 
hammer which rotates forward to strike the firing pin 
which in turn hits the cartridge primer igniting the 
powder charge. 

















INSTRUCTIONS FOR USE 

The normal storage and carrying condition of the 
SUB rifle is unloaded with the barrel folded and locked 
on top of the receiver. 

Barrel operations 

The barrel is held in the backwards position by a 
deployment lock from the stock against the front sight. 

To unlock, insert the key, turn it half a turn and push the 
buttons forward. Grip the barrel or forend and pull up. 

The barrel rotation is complete when engaged in position 
by the trigger guard. Be sure that the guard snaps back 
into place for a positive lock and do not impede its action 
with your fingers. Check that the trigger guard has returned 



to the closed position. 

The rear sight is automatically extended when 
unfolding the barrel. It can only be retracted by re¬ 
folding the barrel. 

To release the barrel, push down the rear of the trigger 
guard and fold the barrel up and backwards until it 
snaps into the reversed position. Lock it by turning the 
key half a turn. 


Never fold or unfold the barrel with a round in the 
chamber, this could cause damage to the action. 







Firing 

With the muzzle pointed in a safe direction and your 
finger outside the trigger guard, take aim at a safe 
target, put the safety into fire position and squeeze 
the trigger until round is fired. Release trigger and 
you are ready to fire another round. Upon firing, the 
bolt moves rearward extracting and ejecting the fired 
round and returns to forward position feeding another 
round automatically while doing so. This sequence 
can be repeated until the last round has been fired. 
The SUB 2000 has no automatic stop, but the bolt 
can be locked in back position by rotating the 
operating handle to the left. 


Unloading 

To unload the SUB rifle, push in the magazine catch, 
remove the magazine and briskly pull the bolt back 
to extract the round in the chamber. Do not obstruct 
the ejector port and keep fingers away from trigger 
and muzzle. Lock the bolt in back position and visually 
inspect the chamber to make sure it is empty. Push 
the remaining cartridges in the magazine forward and 












Loading 

To load, fill the magazine by pressing a cartridge 
downward on the forward portion of the magazine 
follower (or downward on the case of the previously 
loaded cartridge) and sliding the cartridge fully under 
the lips of the magazine until the cartridge is all the 
way back in the magazine. 

Repeat the steps above for the number of cartridges 
you wish to load, up to the magazine capacity. Do 
not attempt to load your magazine with more than the 
specified number of rounds because doing so can 
cause a feeding malfunction. 

Hold the rifle in one hand with the muzzle pointing in 
a safe direction and with your finger off the trigger 


and outside the trigger guard. Insert the loaded 
magazine into the grip until it is locked in place. 
Check to assure that the magazine is secure. Pull 
the bolt back and release. If the bolt is already back, 
pull back a short distance rotate right and allow the 
bolt to carry fully forward. This strips a round from 
the magazine and seats it in the barrel chamber. 

If you wish to restore the magazine in your rifle to full 
capacity, press the magazine catch and remove the 
magazine to load the missing round. Never load 
rounds directly into the chamber. Remember to 
keep your rifle pointed in a safe direction under all 
conditions and always keep your finger off the trigger 
and outside the trigger guard until ready to fire. 








Disassembly 

Unload your SUB rifle. Make sure the bolt is in 
forward position, hammer cocked and on safe. 


We strongly discourage from unscrewing the stock 
collar, barrel or removing the front sight. These parts 
are assembled by special tools and compounds. 


With a cartridge or other pointed object push and 
then pull the stock pin (but do not remove) until the 
buffer is free to be removed. 

Pull the bolt back by the operating handle and catch 
the recoil spring. The operating handle can now be 
pulled out downwards letting the bolt fall out. 


Assembly 

Turn the barrel into forward position. Put together the 
two bolt halves with the pin. Insert the bolt into the 
stock and line up the operating handle hole with the 
slot below. Insert the handle fully. Put in the recoil 
spring with the curvy end first. 


Push out the bolt pin and separate the two bolt 
components. Fold the barrel up for cleaning or 
inspection. Further disassembly is not required 
for normal operations. 

Do not release the hammer with the bolt removed. 
This will make the SUB rifle totally inoperable. 


Make certain that the recoil spring and buffer are 
aligned when inserting the buffer. Move the bolt to 
forward position by the operating handle. Line up the 
buffer key with the slot in the butt plate. Push the 
stock pin completely back in. Work the bolt a few 





RECOIL SPRING 


BUFFER 





BALLISTICS 

Your SUB rifle has been test fired and sighted in at 
100 yards before leaving the factory. However, due to 
different ammunitions, positions, shooters etc. your 
rifle should be zeroed to your personal preference. 

As seen from the graph on page 16 the bullet first 
crosses the line of sight at about 20 yards. This is 
normally sufficient, but if 100 yards are available the 
results should be verified at the actual range. Within 
this range the trajectory is flat, deviating less than 
two inches from the line of sight. At close range and 
high power ammunition the SUB rifle has the energy 
of a .357 Magnum. 

The maximum range of a pistol bullet is about one 
mile. At 200 yards the projectile still has more energy 
than a .380 ACP fired at point blank range. However, 
at this distance the mid range trajectory is about 18" 
and the wind deflection is considerable when compared 
to a full power rifle. 

It should be noted that ballistic precision of the pistol 
cartridge has a wide variation. During extensive 
tests of commercial ammunition in a Mann barrel, the 
best 10 shot groups were about 2.5 m.o.a., the worst 
up to 10. Premium US manufacture hollowpoints of 
medium bullet weight performed best. Worst were US 
generic FMJ and non-european imports. 


SIGHT ADJUSTMENT 

Use a coin or large screwdriver to adjust the windage 
by the two screws on each side of the front sight block. 
Before turning a screw clockwise (in) the opposite must 
be backed out the same amount. 1/8 of a turn changes 
the point of impact 1" at 100 yards (1 m.o.a.) One full 
turn 8 m.o.a. By turning the left screw clockwise (in) the 
sight moves to the right and the point of impact to the 
left. 

Before tightening the screws, the post may be pushed up 
or down to adjust elevation. .004" will change the impact 

DO NOT OVERTIGHTEN. 






BALLISTICS OF TYPICAL 9 mm LUGER CARTRIDGES FIRED IN A 16" BARREL 


THE ENERGY EQUIVALENT OF SOME OTHER POPULAR CARTRIDGES 
FIRED IN HANDGUNS AT POINT BLANK RANGE ARE SHOWN IN GREEN 



RANGE IN YARDS 
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SUB 2000 RIFLE PARTS LIST 






